E L I( i Crane Geared Motor

KD-030 SERIES KD-050 SERIES KD-100 SERIES KD-150 SERIES

Weight : 13kg Length: 30em Waight : 26kg Length: 33cm Waeight : 30kg Langth: 35cm Waight : 43kg Length: 43ecm

KD-150A SERIES KD-200 SERIES KD-300 SERIES KD-500 SERIES

Welight: 31kg Length: 386cm Weight : 66kg Length: 51cm Weight : 80kg Length: 52em Welght : 96kg Length: 54cm
. Rotation Speed
Number Qutput Gear Reduction
Modal BN of poles Module Ratio EojEe
50Hz B60Hz
0.25KW 4P 133R/MIN 176R/MIN
KD-030 M3
0.25KW 6P M3.5 10:1 90R/MIN 120R/MIN 415V/50Hz/3P
No Buffer . ! Ma
0.4KW 4P 133R/MIN 176R/MIN
KD-050 0.4KW 4P M3 176R/MIN 210R/MIN
With Buft : M3.5 8.5:1 415V/50Hz/3P
ith Buffer 0.37KW 6P M4 112R/MIN 134R/MIN
0.75KW 4P M3 189R/MIN 228R/MIN
KD-100 M3.5 g
With Buffer 0.6KW 6P M4 77 123R/MIN  148R/MIN 415V/50Hz/3P
0.4/0.13KW 4/12P M5 189/62R/MIN  228/75R/MIN
1.1KW 4P 112R/MIN 135R/MIN
KD-150 : M3.5 : {
) 0.75KW 6P M4 13:1 87R/MIN 92R/MIN 415V/50Hz/3P
With Buffer I 1 M5 |
0.6/0.2KW 4/12P 112/33R/MIN | 137/45R/MIN
1, 1KW 4P M3 189R/MIN 228R/MIN
KD-150A M3.5 .
With Buffer | 0.75KW 6P Ma 7.7 123R/MIN 148R/MIN 415V/50Hz/3P
0.6/0.2KW 4/12P M5 189/62R/MIN  228/75R/MIN
1.5KW 4P M3.5 92R/MIN | 110R/MIN
KD-200 1.1KW 4P M4 . 92R/MIN 110R/MIN
\ . : 415V/50Hz/3P
With Buffer 1.1KW 8P M5 it 61R/MIN 73R/MIN g
B 0.75/0.25KW 4/12P il A 9230RMIN  110/6RMIN
2.2KW 4P 92R/MIN 110R/MIN
KD-300 M4 ‘ .
Wi 1.5KW 6P M5 16:1 61R/MIN 73R/MIN 415V/50Hz/3P
ith Buffer M8 [
1.5/0.5KW 4/12P 92/31R/MIN 110/37R/MIN
3.75KW AP 92R/MIN 110R/MIN
KD-500 3.75KW 6P M5 61R/MIN 73R/MIN
A M6 16:1 415V/50Hz/3P
With Buffer 2.2KW 6P M7 81R/MIN 73R/MIN

2.2/0.75KW 4/12P 92/30R/MIN  110/36R/MIN




